
MURRAY RIVER

EXISTING CHALKA CREEK
RIVER TRACK

EXISTING CHALKA CREEK
RIVER TRACK

PI
PE

 D
IS

CH
AR

GE
S

AT
 19

00
 M

IN
. C

EN
TR

ES

CONNECTION TO CONCRETE
STILLING BASIN

GENERAL ARRANGEMENT PLAN
SCALE 1:250

0 2 8 10m64

SCALE 1:200  AT ORIGINAL SIZE

Plot Date: Cad File No:9 October 2009   4:55 PM G:\31\21413\CADD\Drawings\CONCEPT_DESIGN\3121413C001.dwgPlotted by: Bradley Davie , ####

GOULBURNMURRAY WATER

HATTAH LAKES FLOOD MANAGEMENT
GENERAL ARRANGEMENT PLAN  OPTION 1A

A1 1

GENERAL NOTES:
OPTION 1A  500 Ml/d BASE CAPACITY WITH EXPANSION TO 750Ml/d;
    4 No. PERMANENT PUMPS AT 144 Ml/d EACH,
    2 No. WARANGA PUMPS AT 100 Ml/d EACH,
    TOTAL STATION CAPACITY = 776Ml/d.
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GOULBURNMURRAY WATER

HATTAH LAKES FLOOD MANAGEMENT
TYPICAL SECTION

A1 1

LONGITUDINAL SECTION
EXCAVATED EMBANKMENT
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